
 
64 E. Walnut Street, Westerville OH 43081 

 
 

Guide to Residential Inspections 
 

To schedule an inspection please click here: 
Submit an Inspection Request 

(The link will redirect you to westerville.org/inspections) 

Requests must be submitted before noon for next-day service. 

When scheduling any inspection, the requestor must specify the inspection type, site 
address and permit number. Please be advised that time will only be given for footing, gas 
piping and alteration/remodel inspections inside an occupied dwelling. The approved plans, 
plan approval letter and the records of previous inspection results must be available on the 
job site. 

 
TIMED INSPECTIONS 
 
●​ The following inspections can be given a specific time: sanitary sewer, footing, 

pre-pour concrete foundation walls, gas piping pressure test, furnace & air 
conditioning, hot water tank, and interior components within an occupied dwelling. 

 
TEMPORARY ELECTRIC SERVICE 
 
●​ Installation is to be in accordance with the most current National Electrical Code 

pertaining to temporary installations. 
 
SANITARY SEWER 
 
●​ Inspection shall occur after the installation of piping, stone bedding, area marked for 

dirt dam, but before backfill. 
 
FOOTING 
 
●​ Inspection shall occur after excavation, all formwork is in place, all required reinforcing 

steel is secured in place on chairs, and prior to the placing of concrete. 
●​ Note: winter months will require the use of insulated blankets, or tents provided with a 

heat source to maintain a concrete temperature of 50 degrees for three days.  
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FOUNDATION (Concrete Pre-Pour) 
 
●​ Poured concrete foundation walls will require an inspection prior to pouring the 

concrete. The inspection shall occur after the wall forms have been set, window 
openings and beam pockets are set, and all steel reinforcing is installed and secured. 

●​ Note: winter months will require the use of insulated blankets, or tents provided with a 
heat source to maintain a concrete temperature of 50 degrees for three days.  

 
FOUNDATION (Concrete Post-pour) 
 
●​ The original surveyor’s foundation certificate must be submitted to the Engineering 

Division, and approved prior to scheduling the foundation inspection. 
●​ The inspection shall occur after the forms have been stripped, waterproofing has been 

applied, interior wall bracing has been installed, and prior to backfill. 
 

FOUNDATION (Cement Masonry Unit) 
 
●​ The original surveyor’s foundation certificate shall be submitted to the Engineering 

Division and approved prior to scheduling the foundation inspection. 
●​ The inspection shall occur after interior wall bracing has been installed, and exterior 

waterproofing has been applied, but before backfill. The top course cores shall be 
sealed solid with mortar or by use of intermittent termite blocks. 

●​ Note: Winter months will require all materials to be heated throughout the mixing and 
placing stages, and insulated blankets, or tents shall be provided to maintain a 
temperature of 50 degrees for three days.  

 
UNDERGROUND PLUMBING 
●​ Inspection shall be completed after the installation of all piping with a pressure test 

applied, and before backfilling. 
 

PRE-SLAB 
 
●​ This inspection occurs after the underground plumbing approval, after the installation of 

the four (4) inch base material, vapor barrier, grade stakes placed, chalk lines placed on 
the walls to indicate concrete thickness, and any required thickened slabs. The sanitary 
cleanout shall be glued in place at this inspection. 

●​ Note: Winter months will require the use of insulated blankets, or a heat source to 
maintain a temperature of 50 degrees for three days.  

 
ROUGH PLUMBING 
 
●​ This inspection occurs prior to the concealment of all work, after all drain, waste, vent, 

and water lines have been installed, protection plates have been installed and pressure 
tests have been applied. 
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ROUGH ELECTRICAL & SERVICE​  
 
●​ Inspection shall occur prior to the concealment of work, after all wiring has been run, 

boxes are set, splices are complete, and prior to the framing inspection. 
●​ Note: the Westerville Electric Division (614-901-6700) shall approve the location of the 

electric service meter. 
 
WATER SERVICE PIPING 
 
●​ Burial depth minimum is 36 inches. 
●​ Inspection shall occur once the water service line is sleeved and sealed from the inside 

face of the foundation all to 12” beyond the foundation excavation. This inspection shall 
occur prior to backfilling the trench. 

 
FIREPLACE (Masonry) 
 
●​ Inspection shall occur after the first flue liner is set, exterior air opening is in place, ash 

dump is in place, the hearth steel reinforcement is in place, and prior to pouring the 
hearth concrete. 

 
ROUGH  
 
●​ Inspection shall occur prior to the concealment of the ductwork, after all ductwork is 

complete, and all the joints are sealed. This inspection can be performed in conjunction 
with the framing inspection. 

 
FRAMING​ ​  
​ ​ ​  
●​ Inspection shall occur after the approvals of the rough plumbing, electrical and  

inspections, before the installation of insulation, and before the stocking of drywall. The 
dwelling exterior shall be weather-tight prior to this inspection. This inspection can be 
performed in conjunction with the HVAC inspection. 

 
INSULATION​​ ​ ​ ​  
 
●​ Inspection shall occur after the approval of the framing inspection, and prior to the 

installation of drywall. 
 
CURB, SIDEWALK AND APPROACH 
 
●​ This work is under the direction of the Engineering Division. For questions or 

information and installation standards for the concrete curb, sidewalk and approach, 
please contact 614-901-6845. 
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FINAL PLUMBING​  
 
●​ Inspection shall occur prior to the occupancy inspection, after all fixtures are set and all 

plumbing work is complete and operational. 
●​ A drainage and vent final test shall be applied. 

 
FINAL ELECTRICAL 
●​ Inspection shall occur prior to the occupancy inspection, after all devices, fixtures, and 

finish trims are set and all electrical work is complete. 
 
TEMPORARY ELECTRIC​ ​ ​  
 
●​ Inspection shall occur after the temporary electrical service is constructed.   
 
FINAL GAS PIPING 
 
●​ Inspection shall occur after all interior gas piping has been run to each appliance, and 

connections are complete with a pressure test applied. 
 
FINAL HVAC 
 
●​ Inspection shall occur after all HVAC work is complete, this inspection may be 

performed in conjunction with the occupancy inspection. 
 
FINAL GRADE (New Dwellings Only) 
 
●​ A survey showing the exterior grade matches the development proposed elevations 

shall be submitted to the Engineering Division prior to scheduling this inspection. 
●​ Inspection shall occur after lot grading is complete and ready for sod. 
 
SITE UTILITIES (New Dwellings Only) 
 
●​ Inspection shall occur after all manholes, curb boxes, and catch basins have been 

raised to grade, sod has been laid, or a stand of grass covers the entire lot. 
 
OCCUPANCY (Additions or Alterations) 
 
●​ Inspection shall occur after the approvals of the final plumbing, final electrical, and/or 

HVAC inspections. 
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