PLANNING & DEVELOPMENT

64 E. Walnut Street, Westerville, Ohio 43081

Procedures For Obtaining A Residential Deduct Meter

Application Requirements
If submitting a paper application, please provide:

e Completion of an application form furnished by the Building Division
e Payment for the deduct meter, remote, and permit will be collected when application is
submitted.

To obtain your new deduct meter, take a copy of your paid receipt to the Water Department
located at 312 W. Main Street and the meter will be issued to you.

Installation

The deduct meter shall be installed in a horizontal position above the main water meter
(not to exceed five feet above the finished floor). A separate full closing shut off valve shall
be installed before the deduct meter. The meter and all water lines shall be properly
secured and supported with standoffs to eliminate movement. In special circumstances, it
may not be possible to locate the deduct meter just above the existing main water meter. In
such cases, ask to speak with an inspector to determine an alternative location.

Backflow Protection

If the deduct meter is for supplying water to only hose bibs/sill cocks. The hose bibs/sill
cocks shall be the atmospheric type. If they are not, then ASSE 1011 backflow adaptors can
be screwed onto the existing hose bibs/sill cocks. ASSE 1011 adaptors can be purchased
at most Home Depot, Lowes, and hardware stores.

If the deduct meter is for supplying a lawn irrigation system, then an ASSE 1013 reduced
pressure principle backflow device or ASSE 1020 pressure vacuum backflow device shall
be installed. The backflow devices shall be installed at least 12 inches above the highest
sprinkler head. Unions shall be installed on either side of the backflow device. Secure the
backflow device with standoffs to the house wall.
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The backflow devices shall be pressure tested by a plumber who is State Certified in
backflow devices. Once testing is complete, certified testers are required to submit their
test reports into the City’s Syncta database. Additional information including the cross
connection control policy and information regarding how to submit test reports is available
here: https://www.westerville.org/services/water/backflow.

Schedule The Inspection

Once the deduct meter is installed, the contractor must contact the Westerville Building
Division at 614-901-6650 to schedule an inspection. Once the installation has been
approved, the deduct meter will then be in service and water registered on this meter will be
deducted from your sewer bill. For a next day inspection, requests must be received before
12p the day before the inspection is requested for.
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